SARATOGA COUNTY SEWER DISTRICT #1
(S.C.S.D. #1)

NOTES:

THE CONTRACTOR SHALL NOTIFY §.C.S.D. #1 AT LEAST
48 HOURS PRIOR TO THE START OF ANY SEWER
RELATED WORK.

THE CONTRACTOR SHALL OBTAIN SANITARY SEWER CONSTRUCTION
PERMITS FROM BOTH THE CITY/TOWN AND SARATOGA COUNTY SEWER
DISTRICT #1 (S.C.S.D. #1) PRIOR TO CONSTRUCTION OF ANY SANITARY
SEWERS.

S.C.S.D. #1 RECOMMENDS THE CONTRACTOR TO MEET WITH SARATOGA
COUNTY DEPARTMENT OF PUBLIC WORKS (S.C.D.P.W.) OFFICIALS WELL IN
ADVANCE OF CONSTRUCTION, TO REVIEW THE PROPOSED WORK IN THE
COUNTY'S RIGHT OF WAY (R.O.W.)

A COPY OF ALL TOWN AND COUNTY HIGHWAY CROSSING AND UTILITY
WORK PERMITS ARE REQUIRED BY S.C.S.D. #1 FOR THE ISSUANCE OF
SEWER CONSTRUCTION PERMITS.

S.C.S.D. #1 REQUIRES ALL NECESSARY EASEMENTS TO BE FILED IN THE
STANDARD COUNTY FORMAT PRIOR TO THE ISSUANCE OF A SEWER
CONSTRUCTION PERMIT.

A SEPARATE SEWER PERMIT IS REQUIRED FOR "ON-SITE" AND "OFF-SITE"
SEWER WORK. "ON-SITE" WORK IS CONSIDERED ALL COLLECTION PIPING
TO THE PUMP STATION. "OFF-SITE" WORK IS CONSIDERED ALL WORK
RELATED TO THE PUMP STATION, PUMP STATION SITE AND SANITARY
FORCE MAIN.

SARATOGA COUNTY SEWER DISTRICT #1

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK
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SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME
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NOTES: SARATOGA COUNTY SEWER DISTRICT #1

1) CRUSHED STONE NOT TO EXCEED #2 IN RESERVES THE RIGHT, AT OUR DISCRETION, TO
SIZE. CHANGE, MODIFY, ADD OR REMOVE PORTIONS
2)  GRAVITY LINE SHALL BE SDR 21 OR 26 OF THESE DETAIL SPEC'S AT ANY TIME

3) THE SEWER LATERAL SHALL BE LAID AT A

UNIFORM GRADE OF J% INCH PER FOOT
(ABOUT 2%)

4) WOOD SHALL NOT BE USED CAST IRON MANHOLE FRAME AND COVER

NEENAH FOUNDRY R—-1558
SYRACUSE CASTINGS 1012B OR APPROVED EQUAL
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— N

| —24" PRECAST HOLE

/ IN TOP (TYP)

7

4 s <4
L m -4, _'4
. __l\ 9
6 FLOW ] _
o ‘4 BAFFLING FOR FLOW
) / OIL SEPARATORS —
AND GREASE
: TRAPS (TYP) }
v =4
4 L \ ’
< \

STAINLESS
STEEL STRAPS
(4 ON CENTER)

1,000 GAL HEAVY DUTY -
GREASE TRAP (TYP) BY ) s
FORT MILLER CO. OR EQUAL ; i ©

-

T R ¢
f

-

\—12" COMPACTED CRUSHED STONE \\\//\:/,\\/,\\/\\\\\\/\\//\\//\\//\\/

UNDISTURBED MATERIAL—/

HEAVY DUTY PRECAST CONCRETE GREASE TRAP

NOT TO SCALE (BY FORT MILLER CO. OR EQUAL)

O

SARATOGA COUNTY SEWER DISTRICT #1

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK

P.0O. Box 550 Mechanicville, New York 12118 Telephone: (518) 664-7396 Fax: (518) 664-6280




THIE

45° OR OTHER

BEND AS
45' OR OTHER REQUIRED
BEND AS REQUIRED
2% MINIMUM
2% MINIMUM GRADE (%"
GRADE (J PER FOOT)
PER FOOT)

6” OF CRUSHED
STONE (NOT TO
EXCEED #2 IN SIZE)

NECESSARY

LATERAL CONNECTION SECTION

ROTATE TEE AS

e K
/SEWER MAIN
=
ADAPTOR FITTING 2
L IF REQUIRED E >
o AW =z
e T I} 717 |
v ] :
4” OR 6” SDR 21 x
OR 26 BUILDING / &
| SEWER LATERAL e
= o
/N
= TEE /WYE
—
Z) 3
J|Z —
L (ELI_
bl 51 ADAPTOR FITTING
Eg IF REQUIRED
S
Eio 45° OR OTHER
BEND AS
REQUIRED
/
// N— ¢ y
WYE \
4" OR 6” SDR
21 OR 26
BUILDING
(> SEWER
LATERAL

LATERAL CONNECTION PLAN

N\ SEWER LATERAL CONNECTIONS

%

= s

S
PLUMB 4"x4”
LOCATION
MARKER AT END

OR EASEMENT LIMIT

END CAP FOR
FUTURE
CONNECTION

L

\SQUARE CUT

VISIBLE END AS
REQUIRED BY
SPECIFICATIONS

SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
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CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME
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WHERE TRENCH SHIELD IS USED T_m_T_T
WITH THE APPROVAL OF THE j—
ENGINEER, SHEETED TRENCH
PAYMENT LIMITS WILL APPLY.

ALL BACKFILL MATERIAL TO BE
PLACED IN 8" LIFTS AND

BE COMPACTED TO 95% STANDARD
PROCTOR (ASTM DB698).

DEBRIS, FROZEN MATERIAL, LARGE
CLODS OR STONES, ORGANIC
MATTER, OR OTHER UNSUITABLE
MATERIALS SHALL NOT BE

USED AS BACKFILL.

SELECT GRANULAR FILL TO BE
PLACED UNDER PAVEMENT

TRENCH SLOPES ARE GIVEN FOR

MAX. PAYMENT LIMITS ONLY FOR

OPEN CUT AND ARE NOT INTENDED 3
TO REPRESENT STABLE SLOPES

UNDER FIELD CONDITIONS.

SELECTED GRANULAR FILL
PLACED IN 6" LIFTS AND
MECHANICALLY TAMPED OR
A.O.B.E. SEE NOTES 1&2.

CRUSHED STONE. SEE NOTE 2.

FOR UNSTABLE TRENCH BOTTOM USE -
ADDITIONAL DEPTH OF STONE AS—H— | s
NECESSARY TO PROVIDE A FIRM SIS
FOUNDATION. cRieie

PAVEMENT OR
ORIGINAL GROUND

. = AS ORDERED BY ENGINEER

NOTE: CONTRACTORS MUST COMPLY WITH ALL
LOCAL, STATE, & FEDERAL SAFETY REGULATIONS.
(OSHA & N.Y.S. D.O.T.)

NOT INTENDED TO REPRESENT
A SAFE SLOPE

6" WIDE GREEN PLASTIC LOCATOR TAPE,
MARKED "CAUTION SEWER BELOW”

#10 GREEN COATED STAINLESS STEEL HDD
TRACER CABLE ON FORCE MAIN LINE (TYPICAL)

2" THICK RIGID POLYSTYRENE INSULATION
(LOCATIONS WITH LESS THAN 4' COVER).
EXTEND TO MIN. 4’ BELOW GRADE.

6" MIN. FOR PIPE 12" DIA. AND SMALLER
[~ 12" MIN. FOR PIPE 14" DIA. AND LARGER

WHERE A WATER TABLE CONDITION EXISTS
STONE BEDDING SHALL BE WRAPPED IN A
NON-

WOVEN GEO-TEXTILE ENVELOPE

(FABRIC EQUIVALENT TO PROPEX GEOTEX 451)

NOTES:
1)  NATIVE EXCAVATED GRANULAR MATERIAL MAY BE
USED IF APPROVED BY THE ENGINEER.

2) CRUSHED STONE NOT TO EXCEED #2 IN SIZE.

3) GRAVITY LINE SHALL BE SDR 21 OR 286,
INCLUDING FITTINGS

4) FORCE MAIN LINE SHALL BE SDR 21, DUCTILE
IRON, C—900, DR 7. 9 OR 11 (200 PSI MINIMUM).

5) THE SEWER LATERAL SHALL BE LAID AT A UNIFORM

GRADE OF J4 INCH PER FOOT (ABOUT 2%)

TRENCH DETAIL

NOT TO SCALE

SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME

P.O. Box 550 Mechanicville, New York 12118

Telephone: (518) 664-7396
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NOTES:

- HOMEOWNER WILL OWN
AND MAINTAIN THE
GRINDER PUMP SYSTEM TO
POINT OF CONNECTION INTO

SEWER MAIN

- THE CONTRACTORIS
RESPONSIBLE FOR ESTABLISHING
FLOW AT THE PROPERTY LINE
SHUT OFF AND FINAL START UP OF
THE GRINDER PUMP

- ALL FITTINGS SHALL BE BRASS OR
STAINLESS STEEL

- ALL SANITARY SEWER LINES

SHALL BE AT

A DEPTH OF 5' OR

GREATER. IF LESS THAN 5' LINE
SHALL BE INSULATED.

- THE SEWER LATERAL SHALL BE

LAID AT A UNIFORM GRADE OF },
INCH PER FOOT (ABOUT 2%)

- CONTROL PANEL WITH VISUAL
AND AUDIBLE ALARMS SHALL
ONLY HAVE BOTTOM
PENETRATIONS

- CONTROL PANEL SHALL BE AT A
MINIMUM OF 36" ABOVE GRADE

1-1/4" SDR 7,9 OR 11
WITH HORIZONTAL SLACK

£

—=—— 5' MAX. TO CURB BOX——#=—

GRINDER PUMP SHALL BE AT LEAST

—— —_—

10' FROM BUILDING FOUNDATION

CONTROL PANEL
WITH VISUAL AND
AUDIBLE ALARMS

CLEAN OUT

]

LECTRIC LINE SHALL BE RUN
CONTINUOUSLY THROUGH CONDUIT OR
SHALL HAVE FROST LOOPS (AS SHOWN)

BASEMENT

o

GRINDER

" GRAVITY CONNECTION LINE AND
FITTINGS SHALL BE SDR 21 OR 26 WITH 6"
STONE BEDDING
(6" FOR COMMERCIAL INSTALLATION)

RIDER PUMP SHALL BE ENCASED IN CONCRETE
* SEE GRINDER PUMP INSTALLATION MANUAL FOR CORRECT BALLAST

12" CRUSHED STONE

PUMP

NOT TO SCALE

SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME
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NOTE:

— GRINDER PUMP MUST BE AT LEAST 10 FEET FROM FOUNDATION.

— ALL COMPRESSION FITTINGS WILL BE BRASS OR STAINLESS STEEL.

— ALL CURB STOP EXTENSION RODS SHALL BE STAINLESS STEEL.

— HDPE/POLY PIPE REQUIRES THE USE OF STAINLESS STEEL INSERT PIPE
STIFFENERS FOR ALL PACK JOINT/COMPRESSION CONNECTIONS.

— STAINLESS STEEL OR BRASS DRESSER COUPLINGS TO BE USED WHERE
EXISTING LINE IS CUT FOR TEE.

— ALL SANITARY SEWER LINES SHALL BE AT A DEPTH OF 5 OR GREATER.
IF LESS THAN 5’ LINE SHALL BE INSULATED.

AY, MCDONALD FULL PORT
(BALL STYLE) CORPORATION
STOP 1.25" OR 1.5”
M.LP.T.x1.5" F.LP.T.

#10 STAINLESS STEEL
HDD TRACER WIRE

(TYPICAL)

5' COVER (TYP.)

EXISTING PVC
SANITARY FORCE
MAIN.

1.25" OR 1.5" HDPE 200 PSI
SIDR 7, 9 OR 11 (.P.S.)

NOTE: MINIMUM 1D. TO BE 1.25" \
INSTALL WITH HORIZONTAL SLACK / \I\

FINISHED GRADE
(TYPICAL)

ROW. OR
EASEMENT LINE

CURB BOX WITH CAP LABELED, "SEWER". (TYPICAL)

PVC ADAPTER/COUPLING
1.5" F.S.W.x1.5" MNPT

PACK JOINT COUPLING
MATERIAL: WATER WORKS BRASS

EXTENSION
ROD (18" MIN.)

STAINLESS STEEL CURB STOP _
(TYPICAL)

1.25" MNPT,

THRUST BLOCK

CUT—IN 4" GASKETED DUCTILE
IRON X 1.5° TAPPED WYE AND
D.l. REPAIR (SLIP) COUPLING
(AS MANUFACTURED BY HARCO
OR SMITH BLAIR SADDLE)

1.25" OR 1.5" HDPE 200 PSI
SIDR 7, 9 OR 11 (LP.S.)

NOTE: MINIMUM ID. TO BE 1.25"
INSTALL WITH HORIZONTAL SLACK

BRASS PACK JOINT COUPLINGx1.5" M.LP.T.

CONNECT TO

] PVC ADAPTER/
“s| COUPLING

1.25" OR 1.5" BRASS PACK JOINT CURB
STOP, FULL PORT (BALL STYLE) WITH
1/4" TURN CHECK AS MANUFACTURED

BY FORD METER BOX CO. (TYPICAL)

(%" FIP.T)

CHECK VALVE
MATERIAL: GLASS FILLED PVC
AS MANUFACTURED BY
ENVIRONMENTAL ONE CORP.

CONCRETE BLOCK 1.25" OR 1.5 HDPE 200 PSI
4"x8"x16" (TYPICAL) SIDR-7, 9 OR 11 (LP.S)

NOTE: MINIMUM 1.D. TO BE 1.25"

INSTALL WITH HORIZONTAL SLACK

INDOOR GRINDER PUMP TO SANITARY FORCE MAIN CONNECTION

NOT TO SCALE

SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME
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NOTE:

— GRINDER PUMP MUST BE AT LEAST 10 FEET FROM FOUNDATION.
— ALL COMPRESSION FITTINGS WILL BE BRASS OR STAINLESS STEEL.
— ALL CURB STOP EXTENSION RODS SHALL BE STAINLESS STEEL.

(518) 664-6280

~
- I_u_um\_uO_|< PIPE REQUIRES THE USE OF STAINLESS STEEL INSERT PIPE #
STIFFENERS FOR ALL PACK JOINT/COMPRESSION CONNECTIONS. M}
— STAINLESS STEEL OR BRASS DRESSER COUPLINGS TO BE USED WHERE m
EXISTING LINE IS CUT FOR TEE. T
— ALL SANITARY SEWER LINES SHALL BE AT A DEPTH OF 5 OR GREATER. C
IF LESS THAN 5' LINE SHALL BE INSULATED.
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RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME
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