NOTES:

PRECAST CONCRETE MANHOLE SECTIONS AS MANUFACTURED BY
FORT MILLER, OR APPROVED EQUAL

ALL MANHOLES SHALL BE VACUUM TESTED PRIOR TO
BACKFILLING, PER SARATOGA COUNTY SEWER DISTRICT #1
STANDARD AND SPECIFICATIONS

CONTRACTOR IS RESPONSIBLE FOR ESTABLISHING FLOW

ALL OFF-SITE MANHOLES SHALL BE MARKED WITH RHINO MARKING
PROTECTION SYSTEM PER SCSD #1

CONTRACTOR IS RESPONSIBLE FOR ESTABLISHING FLOW
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30" 1.D. MANHOLE COVER TYPICAL UNLESS OTHERWISE
APPROVED BY MUNICIPALITY. HEAVY DUTY CAST IRON,
NON-ROCKING FRAME & COVER SUCH AS SYRACUSE #1012B
OR NEENAH #R1558. "SARATOGA COUNTY SEWER DISTRICT
#1" AND DATE SHALL BE CAST ON COVER UNLESS
OTHERWISE REQUIRED.

ALL COVERS TO BE A.A.S.H.T.O. HS20-44 LOADING RATED.

CONE EXTENSION 4" HIGH MINIMUM 10" MAXIMUM
SPACER OF PRE-CAST GRADE RINGS OR
APPROVED EQUAL AND NON-SHRINK GROUT (7000
PSI) TO SUIT GRADE (BRICK SHALL NOT BE USED)

ECCENTRIC CONE SECTION
H-20 LOAD RATING

RISER SECTION. AVAILABLE IN 1'-0", 2-0",
3'-0" AND 4'-0" HEIGHTS

SEE MANHOLE SECTION BUTYL DETAIL
ON THIS SHEET

l—5 CONCRETE & REINFORCEMENT AS PER
/_ ASTM C478-85A

PIPE HOLES AS REQUIRED FLEXIBLE
CONNECTOR BY LOCKJOINT, KOR-N-SEAL
OR EQUAL WITH STAINLESS STEEL BAND
CLAMP. THEN FILL VOID WITH 3000 PSI
AIR ENTRAINED CONCRETE.

1" MINIMUM DROP BETWEEN INLET AND OUTLET PIPING

_F 2.5" FOR PIPE SLOPES OVER 2.0% UP TO 6.0%

8” MIN.
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PLACE NON-WOVEN GEO-TEXTILE FABRIC
(EQUIVALENT TO PROPEX GEOTEXT 451) ON TOP OF
CRUSHED STONE SUBBASE.
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SANITARY MANHOLE

— 12" MIN. #2 CRUSHED STONE SUBBASE ON
! UNDISTURBED OR COMPACTED
SUBGRADE TO SPRING-LINE OF PIPE (OR
AS PER SPECIFICATIONS)

(S.C.S.D. #D

NOT TO SCALE

SARATOGA COUNTY SEWER DISTRICT #1

RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS

OF THESE DETAIL SPEC'S AT ANY TIME

P.O. Box 550 Mechanicville, New York 12118
http://www.saratogacountyny.gov/departments/sewer-district-1/

SARATOGA COUNTY SEWER DISTRICT #1

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK
Telephone: (518) 664-7396

Fax: (518 664-6280
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